< CARLIEUKLIMA

ENERGY AND COMFORT

EUGEN 50 HT
HEAT EXCHANGERS

TECHNICAL DATA

REV.00 - 02.2026

Minimum heating capacity * 12,50 [kW]
Maximum heating capacity * 50,00 [kW]
Minimum supply pressure of natural gas 20 [mbar]
Minimum supply pressure of LPG 20 [mbar]
Maximum supply pressure of natural gas 300 [mbar]
Maximum supply pressure of LPG 300 [mbar]
Maximum consumption of natural gas (during process) * 4,77 [m3/h]
Maximum consumption of LPG-G31 (during process) * 1,88 [kg/h]
Hot air generator dimensions 2070x970x2200 [mm]
Hot air generator weight 490 [kq]
Air flow 500 + 1500 [m3/h]
Temperature during process 100 + 300 [°C]
Room operation temperature -15 +40 [°C]
Transport/storage temperature -20 +70 [°C]
Maximum room air humidity without condensation 80 %
Exhaust chimney diameter 300 [mm]

115/50-60 [VIHZ]
Power supply

230/50-60 [V/HZ]
Starting power absorption 330 [VA]
Operating power absorption 170 [VA]
Maximum power absorption 1,1 [A]

*Hs according to EN 437
DIMENSIONS

2200

Continuous developments to improve our products may result in changes to the content and descriptions herein without prior notice.
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